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The purpose of this study was to evaluate the quan-

titative accuracy of three-dimensional (3D) rendered

images acquired with multi-detector row computed

tomography (MDCT) by means of distance measure-

ments of a dry human skull for various slice thick-

nesses and acquisition modes. A radiologist directly

measured the distance of line items on the skull sur-

face to establish reference ‘‘gold standards.’’ The skull

specimen was scanned with a MDCT with various

scanning parameters (slice thicknesses and acquisi-

tion modes). An observer measured the correspond-

ing distances of the same items on 3D rendered

images. The quantitative accuracy of distance mea-

surements was statistically evaluated. There were no

significant statistical differences (P value <.05) in ac-

curacy of distance measurements among the scan

modes. However, the results showed that acquisition

slice thickness was the influential factor in determin-

ing the accuracy of the 3D rendered MDCT images.

The quantitative analysis of distance measurement

may be a useful tool evaluating the accuracy and de-

fining optimal parameters of 3D rendered images.
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INTRODUCTION

THE ADVENT of x-ray computed tomog-
raphy (CT) in the early 1970s revolution-

ized the field of medical imaging by providing
clinically useful information froma large number
of cross-sectional images, an option not available
with plain radiography. In the late 1980s, the
introduction of helical (or spiral) CT dramati-
cally improved the performance of continuous
CT scanning over the axial CT of the step-and-
shootmode and led to dose reduction and shorter
scanning time for the same volume coverage.
In recent years, refinements in helical CT have

led to the development of multi-detector row
CT (MDCT), a system equipped with multiple
detector banks, which offers relatively shorter
acquisition times and increased longitudinal
(z-axis) resolution.1-4 For this reason, MDCT
can acquire a large quantity of cross-sectional
image data in a relatively short scanning time,
which results in improved details in three-
dimensional (3D) reconstruction and better
visualization of anatomical structures. With the
implementation of picture archiving communi-
cation system (PACS) in many hospitals, digital
imaging data has become readily accessible.
Further, the development of rendering tech-
niques has enhanced the capability of displaying
3D imaging. The development of 3D visualiza-
tion imaging medical software was based on
high-performance computer workstations, but it
has now developed to the point where such
software can be based on a personal computer
(PC) at a real-time rate.
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Therefore, CT image data coupled with a
rendering technique have increased the range of
possible medical applications for detailed 3D
imaging and complicated spatial information.
Three-dimensional rendered images may be
perspectively visualized in any plane or projec-
tion using rotation and translation of the re-
constructed image and by controlling within a
suitable range of opacity. The potential appli-
cations for the information available from 3D
rendered images have been rapidly increasing in
the fields of diagnosis, and surgical or radio-
therapy planning.5-9

In general, the image quality of tomographic
or planer images has been evaluated quantita-
tively or qualitatively using appropriate phan-
toms or visual grading analysis. The image
quality of 3D images has been widely investi-
gated by the qualitative analysis method.10-12 A
need remains for an objective and quantitative
method to assess the image quality of 3D ren-
dered images.13,14 In this study we mainly ad-
dressed the spatial accuracy of the model, which
is one part of image quality; we presented the
quantitative evaluation of 3D rendered images
using bone reference points on a human skull
phantom in comparison with direct distance
measurements.

The purpose of this study was to evaluate the
quantitative accuracy of 3D rendered images
obtained with MDCT, scanned at various
scanning parameters (scan modes and slice
thicknesses). The direct distances measured on
the skull phantom were analyzed statistically in
comparison with corresponding projected dis-
tances measured on the 3D rendered MDCT
images.

MATERIALS AND METHODS

Skull Specimen and
Direct Distance Measurements

We prepared a human dried skull specimen to evaluate

the quantitative accuracy of 3D rendered MDCT images.

Twelve reference points, chosen for their important role on

the craniofacial bone surface in plastic surgery and den-

tistry, were marked on the skull surface according to the

description outlined in Table 1 and illustrated in Fig 1.15

Before CT scanning of the skull specimen, direct distance

measurements of 21 lines between selected reference points

were made, and each was repeated four times by a radiol-

ogist using a digital vernier caliper (Mitutoyo Co., Tokyo,

Japan). Each measurement was recorded with an accuracy

of 0.01 mm. The means of these five direct measurements

were used as reference ‘‘gold standards’’ in this study for

evaluation of the quantitative accuracy of 3D rendered CT

images.

Image Acquisition Using MDCT

The skull specimen was immersed in a rectangular acrylic

container of dimensions 23 · 25 · 23 cm3, filled with or-

dinary water to simulate the soft tissues of the head. The

skull specimen was placed on the gantry table in the supine

position, as in routine clinical practice, and was subse-

quently imaged with a MDCT scanner, that is used clinically

for patients in Yonsei University Medical Center (YUMC).

The MDCT scans, using four-slice detector arrays, were

performed under 12 different sets of conditions obtained by

varying the parameters of slice thickness and scan mode as

follows: slice thicknesses of 1.25, 2.50, 3.75, and 5.00 mm

applied to a clinical protocol for different scan modes of

axial scan, helical scan of high-quality mode (pitch of 0.75),

and high-speed mode (pitch of 1.5).4 Experimental acquisi-

tion parameters were tube rotation through 360� in 1 second

in axial scan mode, 200 mA tube current, 120 kVp x-ray

tube voltage, with a 22-cm display field of view (DFOV), a

gantry angle of 0 degrees, and a 512 · 512 matrix. Imaging

reconstruction parameters were reconstruction axial thick-

ness the same as the scanning slice thickness and standard

Table 1. Reference Points on the Skull Surface for Distance Measurement

No. Abbreviation Name

1 A Subspinale, Ss: most posterior point of maxillary bone

2 Ans Spinal point, Sp: end point of anterior nasal spine

3 B Supramentale, Sm: middle sagittal deepest point between pogonion and infradentale

4 Ba Basion: anterior midpoint of foramen magnum

5 Co Condylio, ed: most lateral point on the surface of the head of the mandible

6 Go Gonion: most inferior, posterior, and lateral point on the angle of the mandible

7 Me Medial point of the very middle suture

8 N Nasion: medial point of frontal and nasal suture in midsagittal plane

9 Or Orbitale: most base point of orbital bottom

10 Pns Posterior nasal spine: most posterior point of maxillary bone

11 Pog Pogonion: anterior midpoint of the chin

12 Zm Zygomaxillary: lowest point on the suture between the zygomatic and maxillary bones
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reconstruction kernel for all examinations. In the helical

mode, table speeds were applied from 3.75 mm to 15.00 mm

per rotation to acquire the high-quality images available in

the manufacturer�s protocol. For each acquisition parame-

ter and examination, total scanning time and number of

reconstructed slices were recorded as shown in Table 2.

3D Image Reconstruction and Distance
Measurements on 3D rendered images

The tomographic data reconstructed in the MDCT

console were transferred in the digital image and commu-

nications in medicine (DICOM) image format to GE ad-

vantage workstation (AW) systems (GE Medical Systems,

Milwaukee, WI) through a network for further processing

or data saving. Then, 3D renderings were generated, and

distance measurements were made on each 3D rendered

image with a PC-based volumetric analysis tool, Vworks 4.0

(CyberMed Inc., Seoul, Korea).

Three-dimensional rendered images through shaped

surface display (SSD) were displayed simultaneously on the

user interface window with axial, coronal, and sagittal

multi-planar reformatting (MPR) images of the skull

MDCT data, which helped to localize some points accu-

rately on the skull surface (Fig. 2). The surface for SSD was

defined by the segmentation based on the threshold. The

head protocol in Vworks 4.0, which contains the predefined

threshold value optimized for the 3D rendering of the skull

from CT data, was initially selected and then slightly

modified through user interaction until some points marked

on the 3D rendered skull surface were actually located at the

boundary of the skull in all three MPR images together. In

that case, the predefined threshold and the adjusted

threshold values for signed 16 bit gray level were 171 and

165, respectively.

From the refined SSD and MPR images, users, accu-

rately selected the reference points to measure each dis-

tances as described in Table 1 and illustrated in Fig. 1. For

users, seven repeat measurements were made to reduce the

inaccuracies introduced by manual operation.

Statistical Analysis

Statistical analysis was performed with the SAS software

package (version 6.12; SAS Institute, Cary, NC). To eval-

uate the quantitative accuracy of distance measurements on

3D rendered images according to scanning parameters, the

means of the direct measurements for 21 reference lines were

Fig 1. Front (a) and lateral (b) views of 12 reference points on the skull specimen.

Table 2. Image Acquisition Parameters According to Scan

Modes and Slice Thicknesses

Image Acquisition Parameters

Scan Parameters (slice

thickness and scan mode)

Scan Time

(seconds)

Numbera of

Reconstructed Slices

1.25 mm and Axial 43 [99]b 172

1.25 mm and HQ 59 (3.75)c 171

1.25 mm and HS 30 (7.50)c 171

2.50 mm and Axial 21 [49]b 84

2.50 mm and HQ 30 (7.50)c 86

2.50 mm and HS 16 (15.00)c 86

3.75 mm and Axial 15 [34]b 56

3.75 mm and HQ 21 (11.25)c 58

3.75 mm and HS 16 (15.00)c 58

5.00 mm and Axial 11 [26]b 44

5.00 mm and HQ 16 (15.00)c 43

5.00 mm and HS 8 (30.00)c 44

aIndicates the number of tomographic images reconstruc-

ted with acquisition slice thickness.
bNumber in brackets indicates total scan time (seconds)

including inter scan delay (ISD) time in the axial scan modes.
cNumber in parentheses indicates table speed (mm per

rotation) in the helical scan modes.
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comparatively analyzed with the corresponding data sets of

MDCT measurements according to each scan mode and

each slice thickness using two-way analysis of variance

(ANOVA) and Tucky’s studentized range test. In this study,

P values less than .05 were regarded as indicating significant

difference from the gold standards.

RESULTS

A radiologist measured the direct distances of
21 lines between 12 selected reference points on
the skull surface five times for each item, with
an accuracy of 0.01 mm (Table 3). The standard
deviation of the direct measurements ranged
from 0.07 mm for the Co-Co and Ans-Pns item
to 0.38 mm for the Co(rt)-Me item, indicating
the high level of consistency in the direct mea-
surements. The direct distance measurements
were therefore used as gold standards for
quantitative analysis of the distance measure-
ments on the 3D rendered images. The coeffi-
cients of variances (CV = 100% · standard
deviation/mean) of the 21 direct measurement
items ranged from 0.06% for the Co-Co item to

0.57% for the A-B item. These results show a
high level of accuracy in the direct measure-
ments, with an average CV of 0.25% (Table 3).
The frontal views of 3D rendered MDCT

images of the skull specimen acquired according
to the various scan modes and slice thicknesses
are shown in Fig 3. Visual inspections indicated
that the image quality of 3D rendered MDCT
images was gradually degraded with increasing
acquisition slice thickness and was not dis-
criminated among the scan modes.
An observer also measured, seven times for

each item, the 21 corresponding distance items
on the 3D rendered MDCT images, which were
displayed on a monitor according to scanning
parameters. Figure 4 shows the means and
standard deviations of the absolute difference
between the distance measurements on 3D
rendered images and the direct measurements
for the 21 items acquired according to the 12
scanning parameters. The accuracy of distance
measurement on the 3D rendered images was
affected more by the acquisition slice thickness
than the acquisition scan mode.

Table 3. Results of Twenty-one Items of Direct Distance Measurements on the Skull Specimen and Distance Measurements on 3D

Rendered Images

Direct Distance Measurements Distance Measurements on 3D Rendered Image

1.25-mm Slice Thickness

in Axial Scan Mode

5.00-mm Slice Thickness

in Axial Scan Mode

No. Abbreviation Mean ± SDa (mm) (CVb) Mean ± SDa (mm) (CVb) Mean ± SDa (mm) (CVb)

1 N-Ba 99.30 ± 0.27, (0.28) 101.00 ± 0.33, (0.32) 101.75 ± 0.31, (0.30)

2 N-Me 115.54 ± 0.21, (0.18) 115.12 ± 0.45, (0.39) 115.99 ± 0.44, (0.38)

3 N-Ans 50.40 ± 0.22, (0.44) 50.02 ± 0.63, (1.26) 47.93 ± 0.37, (0.76)

4 Ans-Me 66.52 ± 0.23, (0.34) 66.19 ± 0.29, (0.44) 68.71 ± 0.26, (0.38)

5 Ans-Pns 49.70 ± 0.07, (0.14) 48.80 ± 0.39, (0.79) 47.20 ± 0.30, (0.32)

6 Co(rt)-Pog 112.96 ± 0.29, (0.26) 111.90 ± 0.69, (0.61) 109.57 ± 0.35, (0.32)

7 Co(lt)-Pog 115.14 ± 0.17, (0.15) 114.88 ± 0.75, (0.65) 113.36 ± 0.49, (0.44)

8 N-Go(rt) 122.04 ± 0.23, (0.19) 121.97 ± 0.47, (0.39) 123.39 ± 0.34, (0.27)

9 N-Go(lt) 120.48 ± 0.13, (0.11) 120.81 ± 0.60, (0.50) 123.32 ± 0.45, (0.37)

10 A-B 36.16 ± 0.21, (0.57) 37.03 ± 0.63, (1.69) 36.56 ± 1.08, (2.97)

11 B-Me 22.65 ± 0.12, (0.53) 22.44 ± 0.62, (2.74) 23.30 ± 0.82, (3.54)

12 Go(rt)-Me 83.48 ± 0.21, (0.26) 84.19 ± 1.01, (1.20) 81.31 ± 0.50, (0.62)

13 Go(lt)-Me 85.89 ± 0.12, (0.14) 86.42 ± 0.95, (1.10) 83.05 ± 0.53, (0.64)

14 Co(rt)-Go 50.71 ± 0.08, (0.16) 48.60 ± 0.75, (1.54) 50.97 ± 0.68, (1.33)

15 Co(lt)-Go 50.76 ± 0.18, (0.36) 50.00 ± 0.71, (1.43) 53.86 ± 0.72, (1.33)

16 Co(rt)-Me 114.15 ± 0.38, (0.33) 112.53 ± 0.64, (0.57) 111.06 ± 0.71, (0.64)

17 Co(lt)-Me 116.53 ± 0.20, (0.18) 115.80 ± 0.59, (0.51) 116.47 ± 0.38, (0.33)

18 Zm-Zm 92.02 ± 0.13, (0.14) 93.05 ± 0.75, (0.81) 94.77 ± 0.42, (0.45)

19 Go-Go 94.81 ± 0.22, (0.23) 94.32 ± 0.96, (1.02) 94.19 ± 0.64, (0.68)

20 Or-Or 60.33 ± 0.13, (0.22) 60.75 ± 0.82, (1.34) 65.27 ± 0.29, (0.44)

21 Co-Co 118.00 ± 0.07, (0.06) 117.84 ± 0.43, (0.36) 117.98 ± 0.07, (0.06)

aSD: standard deviation.
bCV: coefficient of variance = 100% · standard deviation/mean.
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Statistical evaluation of the distance mea-
surements of 3D rendered images was per-
formed using two-way ANOVA and Tukey’s
studentized range test for the 21 items, with
each data set acquired at different slice thick-
nesses per scan mode. Statistical analysis for the
quantitative accuracies of the distance mea-
surements of 3D rendered images was per-
formed according to 12 scanning parameters,
scan mode, and acquisition slice thickness (Fig
5). The scan modes for each slice thickness were
found to have no significant effect on distance
measuring accuracy. The acquisition slice
thickness for each scan mode was, however, an
influential factor, with smaller thicknesses re-
sulting in better accuracy.

DISCUSSION

Recent advances in CT technology have led
to the development of MDCT, a modality that
provides shorter image acquisition times,

greater volume coverage, and higher longitudi-
nal image resolution. Moreover, PACS imple-
mentation in the medical field provides easy
access to the digital image data for various
medical imaging modalities. Furthermore, the
perspective views supplied by the 3D rendering
technique can provide additional anatomic in-
formation and accurate physical measurements
not available from 2D images. The use of 3D
rendered images has therefore been increasing
in medical applications.
Although 3D medical images are finding

more and more applications, sufficient quanti-
tative analysis of 3D rendered images has not
been performed. Many studies have reported
that scanning parameters, slice thickness, and
scan mode influenced 2D tomographic image
quality and accuracy in CT. We therefore per-
formed quantitative analysis of the measure-
ment accuracy of 3D rendered images, acquired
according to various scanning parameters, by
comparing the measured distances between di-

Fig 2. Distance measurements on 3D rendered images projected on a monitor.
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rect measurements on the skull and corre-
sponding measurements on the 3D rendered
image. We defined the means of direct mea-
surements on the skull surface, which were
conducted by a radiologist experienced in ana-
tomic structures, as the reference gold stan-
dards. As one method of quantitative analysis
of the 3D rendered images, we carried out a

statistical analysis by evaluating the quantita-
tive accuracies of distances measured on the 3D
rendered image compared with the directly
measured distances.
The average CV of the 21 direct measurement

items was 0.25% (Table 3). Meanwhile, as an
example of distance measurements on the 3D
rendered images, the average CVs of distance

Fig 3. The frontal views of 3D rendered MDCT images of the skull specimen displayed according to scanning mode and slice

thickness. A, axial 1.25 mm. B, high-quality 1.25 mm. C, high-speed 1.25 mm. D, axial 1.25 mm. E, high-quality, 1.25 mm. F, high-

speed, 1.25 mm. G, axial, 1.25 mm. H, high-quality, 1.25 mm. I, high-speed, 1.25 mm. J, axial, 5.00 mm. K, high-quality, 5.00 mm. L,

high-speed 5.00 mm. Figures show that the image quality of 3D rendered MDCT images gradually degraded with increasing

acquisition slice thickness and was not discriminated among the scan modes. (Arrows indicate defects on the 3D rendered

images.)
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measurements on the 3D rendered images for
1.25, 2.50, 3.75, and 5.00 mm slice thicknesses
in axial mode ranged from 0.74% to 0.94%.
(For examples, only the 3D data for 1.25 mm
and 5.00 mm slice thickness are listed in Table
3). The overall CVs of distance measurements
on the 3D rendered images were three - to
fourfold higher than CVs of the direct distance
measurements. These results may be effectively
used to predict the inaccuracy of distance
measurements on 3D rendered images.

Intuitive visual inspections of the image
quality of 3D rendered MDCT images indicated
that defects in those images gradually increased
with increasing acquisition slice thickness, but
this degradation was not associated with any
change in scanning mode (Fig 3). Figure 4
shows that the inaccuracy of distance mea-
surements on 3D rendered images increased as
acquisition slice thickness was increased, but it
was also interpreted to be weakly affected by
acquisition scan mode.

Fig 4. The means and standard deviations of the absolute difference between the distance measurements on 3D rendered

images and the direct measurements, according to scanning parameters.

Fig 5. Number of items having insignificant difference (P > .05) among 21 distance measurement items according to 12 scanning

parameters, obtained from comparative statistical analysis between direct measurements on the skull and distance measure-

ments on 3D rendered MDCT images.
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In general, the image quality of MDCT 2D
tomographic images has been evaluated by vi-
sual observation analysis to be equal to or
better in axial scan mode than in helical scan
mode.10 Meanwhile, the results of quantitative
analysis of the 3D rendered images revealed
that accuracy of distance measurements was not
significantly different among the three scan
modes for each slice thickness. As shown in
Table 2, the total scan time for the same volume
coverage was decreased in the order of axial,
high quality (HQ), and high speed (HS) modes.
Increasing scan time may lead to an increase in
the amount of x-ray photons related to the ra-
diation dose or to a degradation of image
quality caused by motion artifacts.4,16,17 Our
results indicate that if quantitative accuracy is
equal for medical applications with 3D ren-
dered images, then the helical (HQ or HS) scan
mode should be sufficiently efficient for head
scan protocols with the associated benefits of
shorter scan time and/or less radiation dose.
Given these findings, the helical mode could
substitute for the axial mode now in use in daily
clinical practice.

CONCLUSIONS

In conclusion, the quantitative accuracy of
distance measurements of 3D rendered images
with MDCT was influenced by slice thickness
rather than scan mode. The quantitative anal-
ysis of distance measurement may be a useful
tool to for evaluating the accuracy of 3D ren-
dered images helping in diagnosis, surgical
planning, and radiotherapeutic treatment.
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